
Lab Jet 1.0
Small entry-level single source IJD system for 

basic R&D applications

System
Height                                            1.8  m
Machine area                               1.0  m2
Built-up area                                 4.0 m2
Power consumption - peak        4.5 kW

Chamber
Dimension (inner)                 diameter 370 mm(ISO-K320) 
Volume                                      25l
Substrate size                           up to 2"
Geometrical configuration    horizontal
Base vacuum                            <1×10-5 mBar

Vacuum
Primary pump                 rotary dry 12.7 m3/h (nXD10i)
Turbomolecular pump 300 l/s (nEXT300)

Features
manual control
viewport
fixed sample holder
Z-mover 100 mm for sample
rotary target holder

Lab Jet 6.0

Mid range multui source system

System
Height                                          2.5   m
Machine area                              6.5   m2
Built-up area                             12.5  m2
Power consumption - peak    30     kW

Chamber
Dimension (inner)              0.7x0.7x0.75 m
Volume                                 360 l
Substrate size                      up to 8"
Geometrical configuration    vertical. sample face DOWN
Carrousel diameter                 330 mm
Carrousel height                 500 mm 
Base vacuum                         <1×10-5 mBar

Vacuum
Primary pump                rotary dry 60 m3/h (nXR60)
Turbomolecular pump 1 200 l/s (nEXT1230)

Features
semiautomatic control
viewport
rotary sample holder
Z-mover 100 mm for sample

Lab Jet 8.0
Large R&D/industrial multi source system

System
Height                                                2.5 m
Machine area                                   8     m2
Built-up area                                 15    m2
Power consumption - peak          40    kW

Chamber
Dimension (inner)                    1x1x0.75 m
Volume                                     690 l
Substrate size                             up to 12"
Geometrical configuration     vertical. sample face DOWN
Carrousel diameter                    650 mm
Carrousel height                      500 mm 
Base vacuum                            <1×10-5 mBar

Vacuum
Primary pump                 rotary dry 90 m3/h (nXR90)
Turbomolecular pump  2 000 l/s (nEXT2270)

Features
semiautomatic control
viewport
rotary sample holder
rotary target holder

Win a competitive advantage with our state-of-the-art technology and add value to your products.
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